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WF2000 console and flue cover kit
P/No: Std - 087818, Long - 087825

The console and flue cover kit is used where the heater is installed onto the face of a wall. Two kits 
are available - "Standard" to suit a ceiling height of up to 3m, and "Long" to suit a ceiling height of 
up to 3.6m. The kits include:
- Console side panels which need to be attached to the wall furnace front cover.
- A cover panel and trim brackets to cover the flue which runs up the face of the wall through to the
  ceiling space and then to outside.
- A locating bracket to ensure that the flue is securely held in postion where it passes through the
  ceiling.
- Fixing hardware.
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WF2000 rear register kit
P/No: 085142

The rear register kit enables up to 60% of the heated air to be delivered to a room behind that in 
which the heater is installed. This can only be done where the heater is installed on an internal 
wall.
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In-fill panel kit
P/No: 085135

The in-fill panel kit is used to cover the existing wall opening or wall markings when replacing some 
older and taller heaters.

Fit the in-fill panel after the heater is fitted onto the mounting brackets  Attach the in-fill panel to the 
wall using screws to suit the wall type - screws to suit plaster board, timber or masonry walls are 
supplied in the in-fill panel kit.
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Flue adaptor kit
P/No: 079981

The flue adaptor is used to connect between the flue spigot on the top of the Braemar WF2000 and 
the bottom of the existing flue system to allow the WF2000 to be installed at the correct height for 
some replacement installations, and to enable the use of the existing flue system (note that if the 
existing flue system is to be used it must comply with the current requirements of AS5601 "Gas 
installations").

Fit the flue adaptor into the bottom of the existing flue before fitting the Braemar top mounting 
bracket. The location of the top and bottom mounting brackets must comply with details given on 
page 4 or 5 of the installation manual.
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Flue extension kit
P/No: 079943

The twin-skin flue extension is used in conjunction with the flue adaptor to connect between the 
flue spigot on the top of the Braemar WF2000 and the bottom of the existing flue system to allow 
the WF2000 to be installed at the correct height for some replacement installations, and to enable 
the use of the existing flue system (note that if the existing flue system is to be used it must comply 
with the current requirements of AS5601 "Gas installations").

Remove and discard the liner from the flue adaptor. Fit the flue adaptor onto the flue extension. 
Fit the flue adaptor and flue extension into the bottom of the existing flue before fitting the Braemar 
top mounting bracket. The location of the top and bottom mounting brackets must comply with 
details given on page 4 or 5 of the installation manual. Trim the flue extension to length if required.
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WF2000 mounting kit
P/No: 079912

The mounting kit enables a flue system to be installed before the wall furnace is on site if required. 
These parts are also supplied with every wall furnace. The top and bottom mounting brackets are 
installed as shown on page 4 and 5 of the installation instructions.
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WF2000 flue kit
P/No: 077956

The flue kit is required for all new installations and for replacemnet installations where the existing 
flue system cannot be utilised. The flue kit includes:
- Twin-skin rectangular flue - 1 x 900mm
- Single-skin 100mm diameter flue pipe - 2 x 900mm
- Rectangular-to-round flue transition
- Flue locating bracket to locate the rectangular flue where it passes through the wall top plate
- 100mm round flue cowl
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Braemar WF2000 overall dimensions and specifications

WALL FURNACE SPECIFICATIONS

Main 2.55 30 0.90 1.50 30 2.70

Pilot 0.32 0.50 - 0.20 0.50 -

40 MJ/hr

Main 2.95 40 0.90 1.75 40 2.70

Pilot 0.32 0.50 - 0.20 0.50 -

30 MJ/hr WF2000-30N

Injector 
diameter 

(mm)

Gas rate

(MJ/hr)

Test point 
pressure

(kPa)

Injector 
diameter 

(mm)

Gas rate

(MJ/hr)
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pressure

(kPa)

WF2000-30P

WF2000-40N WF2000-40P

Natural gas Propane

IMPORTANT
l The 30 MJ/hr wall furnace is intended for domestic applications and replacement of older wall
       furnaces. Due to its higher thermal efficiency and improved air distribution, it is suitable for
       replacement of older 40 MJ/hr models.
l The 40 MJ/hr wall furnace is suitable for heating very large areas and is not generally
       recommended for normal domestic applications due to the higher air flow rates.
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